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CBR600RR / *C-ABS

PGM DSFI

c
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EURO 3C-ABS

Honda is proud to be a founding signatory of the 
European Road Safety Charter. Committed to 
enhancing the joy of two-wheels and leading  

the way in road safety.

l e a d i n g
c l a s s

A masterpiece of 
race-bred engineering

Around the circuits of the world, 

the performance and striking looks 

of the CBR600RR have set hearts 

racing. Competing in the highly 

competitive Supersport class, these 

mid-sized machines have continually 

raised the bar, gaining respect and 

becoming truly established as  

a dominating force, both on the  

track and on the road.

 

The breathtaking CBR600RR is once 

again dominating its rivals on the 

world stage and asserting its claim 

to the Supersport crown. 

Engine Liquid-cooled 4-stroke 16-valve DOHC inline-4  
Displacement 599 cm³
Bore × Stroke 67 × 42.5 mm
Compression Ratio 12.2 : 1
Max. Power Output 88.1 kW / 13,500 min-¹ (95/1/EC)  
Max. Torque 66 Nm / 11,250 min-¹ (95/1/EC)
Carburation PGM-DSFI electronic fuel injection
Ignition System Computer-controlled digital transistorised with 
electronic advance
Starter Electric
Transmission 6-speed
Final Drive #525 O-ring sealed chain
Dimensions (L×W×H) 2,010 × 685 × 1,105 mm
Wheelbase 1,375 mm
Seat Height 820 mm
Ground Clearance 135 mm
Fuel Tank Capacity 18 litres  
(including 3.5-litre LCD-indicated reserve) 
Suspension Front 41 mm fully adjustable inverted HMAS  
cartridge-type telescopic fork, 120 mm axle travel 
Suspension Rear Unit Pro-Link with gas-charged remote reservoir 
damper, adjustable spring preload and compression and rebound 
damping, 130 mm axle travel
Wheels Front Hollow-section triple-spoke cast aluminium 
Wheels Rear Hollow-section triple-spoke cast aluminium 
Tyres Front 120/70 - ZR17M/C (58W)
Tyres Rear 180/55 - ZR17M/C (73W)
Brakes Front 310 × 4.5 mm dual hydraulic disc with  
radial-mount 4-piston callipers, floating rotors, *Combined ABS  
and sintered metal pads
Brakes Rear 220 × 5 mm hydraulic disc with single-piston calliper,  
*Combined ABS and sintered metal pads
Frame Diamond; Fine Die-Cast aluminium
Caster Angle 23° 55'
Trail 98 mm
Kerb Weight 184 kg (F: 95 kg; R: 89 kg) *194 kg (F: 99 kg; R: 95 kg) 

All specifications are provisional and subject to change without notice. 
The above mentioned technical data are general data (ED-type). 
Please speak to your Honda dealer for local information. 

RIDE WITH STYLE  Read the owner’s manual thoroughly. Get to know 
your machine and its capabilities. Concentration assists anticipation. 
Observe other road users’ movements. Brake in plenty of time. Wear 

quality kit, ride fit and NEVER after drinking alcohol. Good roadcraft 
and courtesy identify the skilled and stylish rider. 



Please don’t bin me.
Pass me on to a  
friend or recycle me.

The pulp in the manufacture of this paper is from renewable timber produced on a fully sustainable basis. 
The paper used in this brochure is manufactured using ECF (Elemental Chlorine Free) pulp.
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The specific details of this brochure do not apply to any particular 
product supplied or offered for sale. Manufacturers reserve the right to vary 
specifications, including colours, with or without notice at such times in 
such manner as deemed appropriate. Major as well as minor changes may  
be involved. Every effort, however, is made to ensure the accuracy of the  
particulars contained in this brochure. Consult your dealer for details regarding 
the specifications of any featured product. This publication shall not constitute -  
under any circumstances whatsoever - an offer by the Company to any individual. 
All sales are made by the Distributor or Dealer subject to and with the benefit 
of the standard Conditions of Sale and Warranty provided by the Distributor or 
Dealer, copies of which may be obtained upon request. This publicity material 
conforms to the UK-only Trade Descriptions Act (1968). While efforts are made 
to ensure specification accuracy, brochures are prepared and printed several 
months in advance of distribution and consequently cannot always immediately 
reflect either changes in specification or in some isolated cases the provision 
of a particular feature. Customers are always advised to discuss specific details 
with the supplying Dealer, especially if a selection is dependent upon one of the 
features advertised.




