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29 SPECIFICATIONS

GL1800 GOLD WING DELUXE

Engine Liquid-cooled 4-stroke 12-valve SOHC flat-6
Displacement 1,832 cm3

Bore x Stroke 74 x 71 mm

Compression Ratio 9.8 : 1

Max. Power Output 87 kW / 5,500 min-* (95/1/EC)
Max. Torque 167 Nm / 4,000 min-" (95/1/EC)
Carburation PGM-FI electronic fuel injection with
automatic choke

Ignition System Computer-controlled digital
transistorised with electronic advance

Starter Electric

Transmission 5-speed (including overdrive, plus
electric reverse)

Final Drive Enclosed shaft

Dimensions (LxWxH) 2,635 x 945 x 1,455 mm
Wheelbase 1,690 mm

Seat Height 740 mm

Ground Clearance 125 mm

Fuel Tank Capacity 25 litres

(including 4-litre warning light reserve)
Suspension Front 45 mm air-assist telescopic fork
with anti-dive, 140 mm stroke

Suspension Rear Pro-Link Pro-Arm with
electronically-controlled spring preload adjustment,
105 mm axle travel

Wheels Front Hollow-section 5-spoke cast aluminium
Wheels Rear Hollow-section triple-spoke cast
aluminium

Tyres Front 130/70 - R18 (63H)

Tyres Rear 180/60 - R16 (74H)

Brakes Front 296 x 4.5 mm dual hydraulic disc with
combined 3-piston callipers, C-ABS, floating rotors and
sintered metal pads

Brakes Rear 316 x 11 mm ventilated disc with
Combined 3-piston calliper, C-ABS and sintered
metal pads

Frame Diamond; triple-box-section aluminium
twin-spar

Caster Angle 29° 15'

Trail 109 mm

Kerb Weight 417 kg (F: 192 kg; R: 225 kg)

Bloodstone Red Metallic

Monterey Blue Metallic

Pewter Silver Metallic

ST1300 PAN-EUROPEAN C-ABS

Engine Liquid-cooled 4-stroke 16-valve DOHC 90° V-4
Displacement 1,261 cm3

Bore x Stroke 78 x 66 mm

Compression Ratio 10.8 : 1

Max. Power Output 93 kW / 8,000 min-* (95/1/EC)
Max. Torque 125 Nm /6,000 min-* (95/1/EC)
Carburation PGM-FI electronic fuel injection
Ignition System Computer-controlled digital

transistorised with electronic advance

Starter Electric

Transmission 5-speed

Final Drive Enclosed shaft with integrated dampers
Dimensions (LxWxH) 2,270 x 860 x 1,390 mm
(1,630 mm with panniers)

Wheelbase 1,490 mm

Seat Height 790 mm (+15 mm)

Ground Clearance 135 mm

Fuel Tank Capacity 29 litres

(with 5-litre LCD-indicated reserve)

Suspension Front 45 mm air-assist telescopic fork,
120 mm axle travel

Suspension Rear Single-side conventional damper
with adjustable preload and rebound damping,

123 mm axle travel

Wheels Front Hollow-section triple-spoke cast
aluminium

Wheels Rear Hollow-section triple-spoke cast
aluminium

Tyres Front 120/70 - ZR18M/C (59W)

Tyres Rear 170/60 - ZR17M/C (72W)

Brakes Front 310 x 5 mm dual floating hydraulic
disc with Combined 3-piston callipers, C-ABS

and sintered metal pads

Brakes Rear 316 x 7 mm hydraulic disc with
Combined 3-piston calliper, C-ABS and sintered
metal pads

Frame Diamond; triple-box-section aluminium
twin-spar

Caster Angle 26°

Trail 98 mm

Kerb Weight 329 kg (F: 152 kg; R: 177 kg)

Pearl Cosmic Black

Candy Glory Red

Digital Silver Metallic

VFR800 / *C-ABS

Engine Liquid-cooled 4-stroke 16-valve DOHC 90° V-4
Displacement 782 cm3

Bore x Stroke 72 x 48 mm

Compression Ratio 11.6: 1

Max. Power Output 80 kW / 10,500 min-* (95/1/EC)
Max. Torque 80 Nm / 8,750 min-' (95/1/EC)
PGM-FI electronic fuel injection

Carburation Computer-controlled digital transistorised
with electronic advance

Starter Electric

Transmission 6-speed

Final Drive 0-ring sealed chain

Dimensions (LxWxH) 2,120 x 735 x 1,195 mm
Wheelbase 1,460 mm

Seat Height 805 mm

Ground Clearance 125 mm

Fuel Tank Capacity 22 litres

Suspension Front 41 mm HMAS cartridge-type
telescopic fork with stepless preload adjustment,
108 mm axle travel

Suspension Rear Pro-Link with gas-charged HMAS
damper, 7-step(*stepless remote-controlled hydraulic)
preload and stepless rebound damping adjustment,
120 mm axle travel

Wheels Front U-section 6-spoke cast aluminium
Wheels Rear U-section 5-spoke cast aluminium
Tyres Front 120/70 - ZR17M/C (58W)

Tyres Rear 180/55 - ZR17M/C (73W)

Brakes Front 296 x 4.5 mm dual floating hydraulic
disc with Combined 3-piston callipers, (*C-ABS) and
sintered metal pads

Brakes Rear 256 x 6 mm hydraulic disc with
Combined 3-piston calliper, (*C-ABS) and sintered
metal pads

Frame Diamond; triple-box-section aluminium
twin-spar

Caster Angle 25° 30"

Trail 95 mm

Kerb Weight 244 kg (F: 117 kg; R: 127 kg),

*249 kg (F: 119 kg; R: 130 kg)

Pearl Sunbeam White / Graphite Black with
Ross White wheels

Sword Silver Metallic

DN-01

Engine Liquid-cooled 4-stroke 8-valve

SOHC 52° V-twin

Displacement 680 cm?

Bore x Stroke 81 x 66 mm

Compression Ratio 10 : 1

Max. Power Output 45 kW / 7.500 min-" (95/1/EC)
Max. Torque 64 Nm / 6.000 min-' (95/1/EC)
Carburation PGM-FI electronic fuel injection
Ignition System Fully transistorised electronic
Starter Electric

Transmission HFT (Continuously Variable
Transmission)

Final Drive Enclosed shaft

Dimensions (LxWxH) 2,315 x 820 x 1,115 mm
Wheelbase 1,605 mm

Seat Height 690 mm

Ground Clearance 135 mm

Fuel Tank Capacity 15.1 litres

(including 3-litre LCD-indicated reserve)
Suspension Front 41 mm telescopic fork,

106 mm axle travel

Suspension Rear Single conventional dampers with
7-step adjustable spring preload,120 mm axle travel
Wheels Front U-section twin 5-spoke cast aluminium
Wheels Rear U-section twin 5-spoke cast aluminium
Tyres Front 130/70 - ZR17M/C (62W)

Tyres Rear 190/50 - ZR17M/C (73W)

Brakes Front 296 x 4 mm dual hydraulic disc

with Combined 3-piston callipers, C-ABS and
sintered metal pads

Brakes Rear 276 x 6 mm hydraulic disc with
Combined dual-piston calliper, C-ABS and sintered
metal pads

Frame Double-cradle; steel tube

Caster Angle 28° 30"

Trail 114 mm

Kerb Weight 270 kg (F: 131 kg; R: 139 kg)

Graphite Black

NT700V DEAUVILLE / *C-ABS

Engine Liquid-cooled 4-stroke 8-valve

SOHC 52° V-twin

Displacement 680 cm?

Bore x Stroke 81 x 66 mm

Compression Ratio 10 : 1

Max. Power Output 48.3 kW / 8,000 min-* (95/1/EC)
Max. Torque 66.2 Nm / 6,500 min-* (95/1/EC)
Carburation PGM-FI electronic fuel injection
Ignition System Digital transistorised with
electronic advance

Starter Electric

Transmission 5-speed

Final Drive Enclosed shaft

Dimensions (LxWxH) 2,218 x 810 x 1,320 mm
(raised windscreen: 1,491 mm)

Wheelbase 1,476 mm

Seat Height 805 mm

Ground Clearance 156 mm

Fuel Tank Capacity 19.7 litres

(including 3.5-litre reserve)

Suspension Front 41 mm telescopic fork,

115 mm axle travel

Suspension Rear Single damper with adjustable
preload, 122.5 mm axle travel

Wheels Front S-section triple-spoke cast aluminium
Wheels Rear S-section triple-spoke cast aluminium
Tyres Front 120/70 - ZR17 (58W)

Tyres Rear 150/70 - ZR17 (69W)

Brakes Front 296 x 4.5 mm dual hydraulic disc
with Combined 3-piston callipers, (*C-ABS) and
sintered metal pads

Brakes Rear 276 x 6 mm hydraulic disc with
dual-piston calliper, (*C-ABS) and sintered metal pads
Frame Diamond; steel twin-spar

Caster Angle 28° 50'

Trail 115 mm

Kerb Weight 257 kg (F: 113 kg; R: 144 kg),

*259 kg (F: 114 kg; R: 145 kg)

Bloom Red Metallic

Pearl Concours Black

Honda Technologies

ped many i i el

for its Tourer range, designed to have the greatest
possible benefit for you and the world around you.

Programmed Fuel Injection

Map-type computerised system
maintains strong power and responsive
performance in all conditions.

V4-VTEC Engine

Honda'’s unique 2-stage valve control
system maximises power output across
the rev range.

Honda Evolutional Catalysing System
0Oxygen-sensing system maintains

an optimal air/fuel mixture for the

most effective catalytic reduction

of exhaust emissions.

Human-Friendly Transmission

Unique hydro-mechanical automatic

tr ission maintains opti ratio
for strong acceleration to match throttle
input. Also features manual push-button
6-speed operation.

Honda Multi-Action System
Cartridge-type front fork and rear damper
design ensures a confident balance of
compliant damping and precise handling.

Pro-Link Rear Suspension
Monoshock rear suspension utilises
a triangular linkage system to
progressively increase damping
force through range of rear
swingarm movement.

Combined Brake System

Actuates both front and rear brakes
when the rear brake pedal (or lever)

is engaged, for a smooth and confident
balance of braking control.

Combined Antilock Brake System
Optimises the balance of front

and rear braking control while
counteracting tyre slip when braking
over variable road conditions.

Honda Ignition Security System
Only allows the bike to be started by
its original encoded keys to effectively
protect against theft.

EURO-3
Complies with EURO-3
emissions regulations.

Motorcycle Airbag System

The first fully integrated motorcycle
airbag system ever featured on

a production motorcycle.

Satellite Navigation System
Honda-i satellite navigati
system with display console and
easy-access controls.
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25 000

LIVES TO SAVE
European Road Safety Charter

Ay

TRAINER  AIRBAG C-ABS/CBS

MAKING THE IMPOSSIBLE POSSIBLE.

When others say impossible, we say possible.
We never say can’t, just can. At Honda we are
quite used to questioning the norm. We strive to
challenge engineering convention. We introduce
daring and innovative designs and technologies
for the benefit of our customers and the good
of the environment — like the refuelling station.

SAFETY MATTERS

Why? Why not?

Our solar cell-powered refuelling station uses
sunlight to generate hydrogen for use in our

fuel cell vehicles. This is part of our ongoing
research into the development of technologies that
maximise the use of renewable energy sources.
New hydrogen-based technologies that will also
supply electricity and hot water to the home. A new
way of thinking to safeguard our environment for
generations to come. That’s the power of dreams.

Riding a motorcycle or scooter is about fun and enjoyment but it must also be safe. This is why Honda has a carefully
structured approach to road and vehicle safety. To develop our safety solutions, we sometimes do things differently.

Take our humanoid robot, ASIMO. Used as a study into innovative technologies, ASIMO has voice and facial recognition
capabilities. Numerous sensors also aid spacial awareness and collision avoidance. We apply the same advanced thinking

to the technologies found in our range of Tourer motorcycles.

Honda is proud to be a founding signatory of
the European Road Safety Charter. We are
committed to enhancing the joy of two-wheels
and leading the way in road safety.

m@@ 1. RIDER TRAINING - The Honda Riding
Trainer enhances rider safety by giving riders
the opportunity to experience everyday hazards
and riding conditions in a safe environment.

2. HONDA AIRBAG — A major step in Honda’s
quest to revolutionise motorcycle safety, the
world’s first mass-production airbag system
is featured on the Honda Gold Wing.

3. CONFIDENT BRAKING — The development
of Honda’s unique Combined Brake System
along with ABS has redefined braking safety
on motorcycles.

TOMORROW TODAY

The V4 concept model. Inspired by the passionately creative
heritage of our first V4 and a celebration of 30 years of our
V4 expertise, it represents a visionary interpretation of the
future. It shows our clear belief in the unique qualities of V4
four-strokes, leading to next-generation designs with soul.
Whatever technologies are inspired by the power of dreams,
one thing is for sure, Honda will be leading the way.





